Technische Daten und Hinweise

» 1 Hochleistungs-LED (20 Lux) » Inkl. Uberspannungsschutz
» Gepriift und zugelassen gemaB StvZ0  » Mit Sensorfunktion
» Standlicht tiber Kondensator » Mit Kabelanschluss zu Riicklicht und
» Mit ON-AUTO-OFF-Schalter Nabendynamo
Schalterfunktionen ON AUTO OFF
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» Schalterposition »AUTO« - die LED wird bei Dunkelheit SWITCH
automatisch aktiviert und leuchtet somit wahrend der Fahrt ¢

» Schalterposition »ON« - LED leuchtet wahrend der Fahrt auf
» Schalterposition »OFF« - die LED ist ausgeschaltet

Kabelanschliisse

| Anschluss Riicklicht — (schwarz) |

| Anschluss Ricklicht + (weiB)

| Dynamoanschluss — (schwarz) | | Dynamoanschluss + (weiB)




with ON/AUTO/OFF-switch
with voltage security system

Technical facts and references

» 1 High performance LED (20 Lux)
» vehicular optical test requirement: with CDS sensor function

German standard with cable connetion to rear light
» Standlight via condenser and dynamo
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Switch functions ON AUTO OFF
e

» Switch position AUTO= the LED lights up automatically under SWITCH
dark daylight conditions, when the bike is moved
» Switch position ON =
the LED lights up when the bike is moved
» Switch position OFF = the LED-light is switched off

Cable connections

| Rearlight cable - (black) |

Rearlight cable + (white)

| Dynamo cable — (black) | | Dynamo cable + (white)




