Technische Daten und Hinweise

> Dieses Riicklicht ist ausgestattet mit fiinf LEDs.

» Standlichtfunktion tiber Kondensator.

» Dieses Riicklicht ist gepriift und zugelassen nach StVZ0.

»> Dieses Riicklicht ist wasserdicht.

> Die Riickstrahliflache des Riicklichts muss senkrecht zur Fahrbahn ausgerichtet sein.
> Beim Ausfall einer LED muss die gesamte Leuchteinheit gewechselt werden.

AnschlieBen des Riicklichtes:

» Halten Sie nacheinaqger die Kndpfe mit dem »+ « und danach mit dem »—« Pol gedriickt und fiihren
Sie das Kabel in die Offnung ein. Wenn Sie die Kndpfe wieder loslassen, haben Sie die Kabel fixiert.
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Technical facts and references
» This rearlight is equipped with five LEDs.

> The standlight-function is supported by a condenser.

> Vehicular optical test requirement, German standard.

» This rearlight is waterproof.

» The reflection-area of the rearlight must be adjusted vertically to the roadway.
»> |f one LED fails the whole lighting-unit must be exchanged.

Connecting the rearlight:

> Now push the »+« and the »—« button in succession and insert the cable in the cable hole.
Now you can release the button to fasten the cable.
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